
Ronny
HK17503...
HK17504...

1- R/G/B

3- Lumen Down

5- CCT Down

7- ON /Time ON

2- Nightlight

4- Lumen Up

6- CCT Up

8- OFF /Time OFF

TIMING

RGB MODE

BRILLIANT AG hereby declares that the remote control (model: YL-RCC-3048 v1.2) coincides with the essential 
requirements and other relevant provisions of Directive 2014/53 /EU. A copy of the signed and dated Declaration 
of Conformity is available on request via Brilliant AG; Brilliantstr. 1, D-27442 Gnarrenburg. 



1- R/G/B

3- Lumen Down

5- CCT Down

7- ON /Time ON

2- Nightlight

4- Lumen Up

6- CCT Up

8- OFF /Time OFF

Operation Manual 
Step 1: Switch On luminaries and within 3s please press Button 7 once, 
             then 3 flickers means pairing is successfully.
 
Step 2: Press Button 5 and Button 6 to change CCT from 3000K to 65000K.
 
Step 3: Press Button 3 and Button 4 for dimming down /up to luminous flux.

Step 4: Press Button 1 to fix your favorite RGB, then press Button 3 and Button 4 
             for dimming down /up to luminous flux.

Step 5: Press Button 2 for nightlight.
 
Step 6: Press Button 8 to turn off the whole luminaries, while Button 1 is still 
             available to operate.
 
Step 7: Press Button 7 for 3s to enter ‘Timing Mode’, there will be once flickering, 
             and within 1s to press Button 6, Button 3, Button 5 and Button 4 to get 1 flicker, 
             2 flickers, 3 flickers and 4 flickers to  set up timing ’15min, 30min, 45min and 
             60min’. When you press Button 8, there will be once flicker to cancel timing. 

Step 8: Switch off luminaries for 3s to Switch On again, and within 3s press Button 7 
             for 5 times, there will be 5 flickers to cancel the pairing.  

Attention:
1. Power Off luminaries for 5s, and power on again there will be 4000K lighting ON.
2. If RC can not work very well, please change the low battery in time.
3. If RC can not pair the luminaries, please follow up Step 7 to unpair firstly, and then
    follow up Step 1 to get new pairing for control. 
 


